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Frame Relay Service (4027,5(37,803%)

This service provides last packel transmission of customer data (g and amony Local Area Metworks sd host
computers. Using statistical multiplexing, it allows cusiomers to allocate circoit bandwidth te applications as needed
and as available. Variable length (rames are relayed from the source o the desired destination by means of virual
connections which are established at the Ume of subscription via Service Onder,

This arrangement requires the use of separately purchased customer provided terminal cguipmenl that funclions as a
mulriplexerridgeirouter. | a¢ terminal equipment sceumulates customer dala and puts it into a frame relay [ormal
for transmission over the Frame Relay Nenwork.

Generic Name of ONA Service Product Name
Frame Relay Scrvice BS - Exchange Acces: e Bolay Service BaA
MX - Framg lclay Semace 54
Craest - Framg Helay Servoce L5
References:

¢ TR-TSV-001369 Generic Requirements for Frame Relay PYC Cxchange Servie, Issue 1, May 1995 [No longer
listed.]

= TR-TSWV-001370 Generie Requirements for Exchange Access Frame Relay PVC Service, Issue |, May 1993
[Mo lenger listed. ]

* “I'his sevice has been deemed nor-dominans al the federal level in accordance witd the Commission's Qwest Entezp is: Fosbe i rance Qrder,
wehiclh granted reliel o Chwest froro it obligations under Computer ngeir? rules in connectiom with ws existmg packetswin.wd brasdband
Lelecommunications and existing eptical transmession services. _Soe In the Matter oF Qwest Pention for Forbearanee Under 47 U5 .C % 1601¢)
frum Titke 11 and Computr Inguiry Rules wiih Respect in Broadbind Seraces, Memorandum Opinien and Order, W Docket Mo, 06123, FCC
O%-168, rel Aug. 5, 2008.

UPDATED 731400
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MeCulloh Loop (8052)

WMeCulloh Loop {L52) is a low-speed voice grade, private line data servies "or alarm applications at speeds of §-30
baud or —1 50 baud, McCulloh brid:Tng permits bridging for multi-point applications. The cable faciliey used mus:
be a metailic cable pair. Up to twenty-six locations can be coidged on one circuit. LS2 is available on an interstate
bazis. 1t ay also be available on an intrastate basis {consult the appropeiate Tarifl Reference data to determine

exacl stale availability).

Generic Mame of QONA Service Prodoct Name BSE or CNS

MeCulloh Loop (L52) west — MeCulloh Loop {L52Y BSA

VPDA 3731
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Modem Aggregation Service (8044)

Modem Aggregation Service ("MAS™) provids ESPs the sbility 10 use Telephone Company-provided modems that
are located in the Telephone Company centrai oflices. MAS provides a diakin number and a specified number of
modems {in groups of ten}, which the ESP can make available to their end vsers n order to provide dial-in access to
the ESP's data nemwork, End-user calls in excess of the subscribed-lo number of modems will receive a subscriber
busy signal. Connectivity between the modems and the customer’s nelwork is provided via standard Frame Rlay
Service (“FRS") or ATM Cell Relay Service {“CRS"), MAS requircs the use of customerprovided equipment,
located at the E5P°s location, to interface with the endeuzer modem traffic that is being delivered over the FRS or
ATM CRS (o the ESP location, MAS is only available on an inlersiaie basis.

Generic Mame of 9NA Service Product Name BSE or CNS

Muodem Aggreanion Service Qwest — Madem Aggregation Service B5a

LIPTA L B TSI
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Remate Access Service (4033)

Remote Access Service is a customer-controlled service that supports a dedicated, customer selectad remote access
server with backup diakin capability for network management, Remole Access Service provides oneway ports for
the collection, concentration, signaling and aggregation of an information service provder’s (15Fs) dial-up data
traflic into a hub site. This opticn will aliow an [SP's enduser customer g call inlo a remute access server. Remaote
Access Service is available on an interstate und intrastate basis,

Coeneric Wame of 0N A Service Product Wame BSL or CNS
Rernire Access Servier BE - [eM%5oah Bemole Aceess Scrvice 54

UPDATED W30
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Trunk Side Access Facility (4003)

This capability provides a trunk side connection from a Tralfic Operator Position Syaem {TOPS) Tandem switch 1o
an ESP's premises. This connection will be a dedicaled one way trunk group (Tom cach of the TOPS Tandem
swilches serving the end offices the ESP wishes o receive traffic from, This trunk group is designed to deliver the
called number (UAN} and calling line AN frem the TOPS Tandem switch to the ESP. Feature Growp Drlike
signaling will be used to communicate with the ESPs CPE,

Thiz capability will only be available in the Oeneral Subscribers Services Tariff and only m conjunction with
Uniform Access Number,

freneric Mame of WA Service Product Mine

Trunk Side Access Faciliy | 135 - Frunk Side Access Frolny | BSA

Relerences: ool available.

' DATED 5510110
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555 Accoss Service (8038)

This service provides access 10 ESPs by thair clients wsing 1 3535-XXXX telephone number. ‘Fhe serviee cnables Lhe
ESP o have a uniform, LATA-wide, 10 digit (NPA-S55-XXXX) telephone number, The same 555 number could be
used in multiple LATAS where service is available.

Genperic Name of ONA Service Product Name BSE or CNS

355 Acgess Service Owest - 555 Access Service 1354

FEATURE OPERATION:

[. When a caller dials the unique 355 telephone number (1-NPA-555- XXX X) within a LATA, the call is routed lo
the caller's originating end ¢fifice and then to the associated Traflic Operator Posilion Switch (TOPS) that
serves the end office.

2. ALhe TOPS tandem the 535 call is translared into a unique 300 NXX-20(NX telephone number which is
associated with each 555 telepbone number or group of 355 telephone oumbers. (The §00 telephone number 1s
obtained by the 555 service subsceiber.) "Note: 388, 877, 866, and 8§55 are now equivalent Lo 300.]

3. After the call is translated into an 300 telephone number. the 800 database is queried to identify the 333 Service
subscriber’s call routing instructions,

4. ‘The 555 catl is then routed in the standard Feature Group D fermat wihich includes the calling number, the
called number (300 telephong number} and Auromated Number ldentificarion (ANI} information digits. AN/
information digits are the digits that precede the calling number on the ANI record. ANI information digits
inform the 5335 Service subscriber of the calling party’s class of service for billing, routing and other special
handling purposes,

TECHNOLOGICAL AND FEATURE INTERACTION CONSIDERATIONS:

I. The calling party, the TOPS tandem and the 555 subscriber's routing point must be in the same LATA. The
routing point can be either the 353 subscriber's localion or 1o their carrier of choice. [n LATAS where more
than one TOPS Landem is present, the 5535 Service subseriber must subscribe to 555 Service from both TOPS
landems.

2. Calls from putside the LATA will be blocked, Blocking also applies to "0 minws” {e.z., for the hearing,
impaired, ete.}, "0+" calls, and restricted classes of service.

3. This capabiliry is currently available only from suitably equipped DMS200 Tralfic Operator Position
Switchies,

UMD 20 7310
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< Appendix | - Region Specific Servlees - Technical Descriptions for Circuil Switched Serving
Arrangements

AN Alternpate Routing (4018)

This service allows cuslomers to establish predetermined alternale rouling plans [or incoming voice and data traffic
{e.g., MLHG, DID). Incoming calls can be rerouted to mulups {or a differenty localions andfor announcements

during varied emergency siluations.

Generic Mame of ONA Serviee I'raduct Nume BSE or N5
AN Alwrnate Routing B% - Crisesl . ink™ S
FEATURE QPFERATION:;

Arthe time this service is established, the customer predefines a set ol dirgctary numbers (Nz) to be protecred in
the event of a crisis. All DNs in the set receive the same default altemate handling when the service is activated.
The DM set s loaded throuw . the AIN Service Manazenent System (SMS) into the Switching Control Point (SCP),
where it remains dormant unkl activated via customer reque to the Service Center. When a customer calls to
activate their service, they may activate their defanlt treatment, or may specify changes at the time of activation,

As an example, the incom ng calls to a customer ¢an be rerouted to the predefinzd DNsas follows;
— A% of calls are redirected 1o Backup DN |
— B% of calls are redirected to Backup DN 2
— C% of calls are redirected to Backup DN 3
D% of calls are redirected to a N associated with a customized announcement
— E% of calls are completed to the number originally dialed {;v rtial crisis/restore)
— F% of calls are sent to @ standard switch based announcement

This service uses twa AIN 0.1 triggers: the Public Office Dialing Plan (PODP) i 2r and the Temmination Attempt

e

Trigger (TAT). The distinction between the Lwi i as follows:
« A PODP rigger is assigned to DNs which are served by a SESS terminating SSP (ASP Release 0.18 or later).

* A TAT is assigned lo DNs which are served by a DMS 100 derminating SSP (NADDS or later).

o [P A .
CrisisLink is a sorvice mak of BellSoulh Coeporalion.

UPDATED TA1410
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AIN Terminating Data Coltection!Customized Routing (4429)

This service provides a customer with pertinent rerminating traffic dara infermation as well as the capability for
custamized roufing atrangements,

Cereric Mame of OMA Service Produst MName BAE or CNS

AL Traffic DataRuting & - ¥inwal Mumber Call Dewail YHCD | CHS

. @
farmerly AdWalch

FEATURE OPERATICON:

The customer's Directory Mumber (DN) becomes a "virtual” number either by reusing the customer’s existing,
number (if it resides in a SESS switch), or by assigning (he customer a new number in 2 3ESS swilch.

The customer's "virtual" number is listed as the customer's number in the Directory. Calls directory to this
number can be handled as follows:

Data Collection
— counks af calls made to the virtwal pumber including the calling party number
— call detail based oo ealls that receive busy or don't answer

— the customer is able to access the service via a W 1U0 terminal at up to 192 khps, and the customer will b
able ta view and download call records.

Routing Functionaliry
-— mouting by day of week/lime of dav/% distribution to up to three locations

— routing frem the virtual number to a ser of 'ocations based an gecgraphic origination of the call

T AdWatch s a registered wademerk ol BellSuod: Cormporation.

LIPDATTR 2437010
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Aulomalic Disaster Recovery of DID {5014)

This capability enables an ESP with multiple wire centers to provision the same Direet Tnward Dialing (DD
numbéers (o automatically ransfer to an altemate wire center in the event of a failure. The DIDY number will
reside at the nommal serving wire center. The wire centers must be connecled by 1.344 Mbps interoffice

facilities,

Generie Mame of ONA Service Proeduct Mame BSE or UNS

Autematic Disaster Recovery of DID NX - DIDDOD Dhisaster Recovery Service | BSE or CHNS

FEATURE OPERATION:

This feature 15 activated in the event of 2 Failure in the |oop hetween the normal wire cenler and the customer
premises. Incoming calls fo lines connected to the normal wire center will ke rerouled over the 1.544 Mbps
trunks to the alternate wire center for completion. PRX custemers ablain DID service [tom their normal serving
wire center and an allemnate wire center designated by the lelephone company. DID service from the normal
wire center and the altermate wire center will share an WX that w1l reside 2t the nommasl wire cenler,

TECHNOLOGICAL AND FEATURE INTERACTION CONSIDERA TIONS:

1. This featurc is available in the fellowing central ofTice switches:

Switch Type LSS DVIS-100

Earliest Generic Releass 3E2 BCs2Y

2. (wpgaing calls from the alternate wire center will not be aifecied.

LFDAVLD T3 1410
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Automatic Delivery (2019)

When an end user encounters s busy or den'L answer condition on outgoing calls, this feature automaticslly

forwards the calling party's call to a predetermined, dialable number seved by the same or difierent centrai
office switch.

Generic Name of ONA Service Product Name BSE or CNS

Automatic Delivery AM - Auromatic Delivery CNS

FEATURE OPERATION:

This feature, where available, will forward calls iTom POTS and business linesto a dialable number.
TECHNOLOGICAL AND FEATURE INTERACTION CONSIDERATIONS:

. This feature is available in the following central office switches:

Swilch Type SESS DMS-100

Earliest Generic Release 3EI12 ™A (o

References; not available

This service, if offered as a BSE, is associated with the Cireuwit Swilched Trunk Type BSA.

UPDATED Y3110



Bridging - Line (5001)
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This provides the ability to connect an end wset's switched exchange service to an ESP {e.g.. telephone
answering or voice messaging service provider). This capability is the fraditional bridged service that provided
unswering services with a direct connection fo the client’s line,

Geoneric Name of ONA Service

Product Name

BSE or NS

Bridging - Line

NX — Bridging (Secretarial}

B5E

Reference: GR 672 LSSGR; Bridge Services On An IDLC System, FSD 20-02-2010 {4 Module of L5SGR,

FR-64Y, Issue I, June 2000, (replaces TR-TSY-D00672, Tssue | — no technical changes).

This servige, if olfered as 1 BSE, is associated wilh the Circuit Swirched Line serving arangement.

L DATED T30
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Call Denial On Line Or Huni Group (6004)

This screening option limits terminating Circuil Swilched iLine calls 1o completion within the LATA where the
Circuit Swirche! ling resides. InterLATA and International calls are blocked, as well as cdls which may
potentially terminare cutside the LATA. The Call Denial option allows calls to werminate 1o any NXX within the
LATA served by the Circuit Switched Line that does not have a special charge associated wilth it, Blocked calls
are routed (o @ reorder tone o recorded announcement,

Call Denial On Line Or Hunt Group is useful 10 900 services and the ESP industry for fraud contral.

This feature is provided in all ¢lectronic end offices and, where available, in electremechanical end offices.

|
Generic Name of ONA Scrvice Product Name BSE or CNS
i

Call Denial On Line Or Hunt Group | PB - Call Denial On Line Or Hunt Group BSE

Reference GR-334 Switched Access Service: Transmission Parameter Limits and Tnlerface Combinations, Issoe
1, July 1994 (replaces TR-NWT-000334, Issue 3).

This servige, it offered as a BSE, 15 associated with the Circeil Switched Line basic serving arrangement.

LIPDAT 2 230010
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Call Detail Recording Reports - via NXX Screening (8014)

This service provides for call detail information to be recorded and made periodically available to ESPs via
papor or magnelic tape format. The ESP is assigned a umique NX X code which aleris the originating central
office to record call detail. Call detail includes: hilling name, address and phoene number; culing and called
number; message dale; and connecl and disconnect Ume. Call detail is provided only for intrmlL ATA calls. The
ESP does not have 1o obtain access via Feature (roups A or D in order to obiain this service.

1
Generic Name of ONA Service | Product Name BSE or CNS

1 ;
Call Detail Recording Reports - via NXX Screening Qwest - Network Access Service BXE

Relerence: GR 621 LSSGR: Traffic Daa Provision Features, FSD 02-02-1200 (A Module of LSSGR, FR-64),
lssue 1, Jung 2000 {replaces TR-NWI-00062 1, Issue 1 - no technical changes).

This service, if offered as a BSE, is associated with the Circuit Swirched Line basic serving arangement.

LPRATED 7 1A
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Call Forwarding Originating {2003)

Call Forwarding Originating is an opticnal basic service which is provisioned & an originating subscriber
feature, |t is responsible for delecting a busy or no-answer condilion, and when detected, can invoke an
anmouncement which offers the caller an oplion o leave a message. Call Forwarding Originating provides a
trigget initiative to query the ATN Service Control Point (SCP) for reuting infermation o dircel the caller Lo
their messaging provider of choice,

Generie MName of OMNA Service Product Name B5E or CNS

Cali ¥orwarding Options AM - Bpecial Delivery Service | CNS

FEATURE QPERATION:

Since the end office portion of Lhe feature can only route (o one telephione number, AN functionalicy -
combined with this fcature W provide the capability to roule 1o mulriple providers, The AIN SCF srores a table
that maps the originaring lelephone number o a chosen messaging pravider. When the SCP iz queried, the
appropriate provider's lelephone number is retuened o the end office for final routing. The 557 links will
wransport call set-up infirmation (TSUP) between cach end office, as well as provide connectivity to and frotm
the SCP for call monitoring and routing information. The STP swilches are responsible for rouling 557
tmessages 10 the appropriaie AIN node {i.e.. SCP, end alfice, tandemn, ete ). This feawre is medificd on a Ine
basis by a service order.

TRECHRNOLOGICAL AND FEATURE INTERACTION CONSIDERATIONS:

. This leature is available in the following central office swilches:

Switch Type DMS-100

Earliest Generic Release ™A -0104

References: Mol available.

UPGATED W30
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Call Ferwarding To Multiple Locations (6002)

This capability allows a subscriber/user to selectively redirect calls arriving at his‘her station set to two {and
sometimes more than two) different answering points ncluding multiple messaging services based on specific

call situations.

|
Generic Name of ONA Scrvice Product Name BSE or CNS

]

Call Forwarding To Mulliple Locations PE - Dual Telephone Coverage CNS

Relerences: Not available.

This service, if offered as a BSE, is associated with the Circuit Switched Line fype basic serving arrangement.

LIPS 30310
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CFDA To DID Intraswitch {B022)

{all Forwarding Don't Answer to D Intraswitch ailows calls o be forwarded to a ID number served from
the same central office as the (orwarded call when the called number fails o answer. This service 15 associated
with DID service in LA ESS conlral office swilches and allows the DID ruok to receive calls forwarded on a
Dion't Answer basts from lings equipped with Call Forwarding Don't Answer, The called number and the
lorwarded-to number must be in the same central ofiice switch.

I
Ceneric Name of ONA Service ~ Preduct Name B5E er NS

G 5 o L]
CFDA To DID Intraswitch 25 -CrEDA CNS

{hwest - Expanded Answer NS

References; not available,

*
iy capwhility is inherent in cenlain 14 ES5 contral office switehes.

UFDATED 3170
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Call Quening (8058)

Call Queuing is a network-bascd quewing service that allows subscribers to offer callers ro their business the
option to stay on the line, in gueue, 10 speak with a live person rather than reaching a busy signal or being asked
to leave a message, Call Queuing does not require any specid equipment {CPE) or additional lines for callers in
queue, Calls in queve will be stored on the telephone company Advanced Inrelligent Network (AIN).

Generic Name of ONA Service Producl Mame BSE or CNS

Call Quening Owest — Owest Call Queuing | CNS

The service will be available in AIN local calling areas for many Lucent 1A ESS, Lucent SESS, and Norlel TS
100 switches, The service does nor waork ar this ime with PBX DRID lines, TSDM, Call Waiting, or Custom Ringing

and 1A E88 ported numbers (LNF). Ttis not available to Radie Contest Lines.

Numeric Caller 1D, when available, is passed oo outcall notification of calls entering queus to a pager, cell phone or
additional line. This is an optional feature and requires customer provided equipment.

The basic scrvice includes two queue slots. One call can be stored in queue for each queuns slot, An additional unir
af two mare quewe slots may be added i the subscriber wishes (o expand the service, There is o limit of 28 queus
slots per service. Please refer to Jocal tanlTs for more specific information on availability dedails.

Beferences: not available.

LIFIRATEL 25510



Call Fransfer On DID (3002,4026,8034)
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This capability allows an ESP with Direct Inward Dial (DD} trunks to add another party io an established
incoming call, 1o perform a three way conference. Afer establishing the conference, the ESI may drop fram the
connection without disconnecting the remaining two parties. This action allows the LSP to transier specific

calls and free the ESP's line 1o recetve another call,

Creneric Name of ONA Scrviee Product Namne BSE or CN5
Call Transfer On DD 7BAL - 2-Way DID & Call Transfer BSE

BS - User Transfvr Oo BID BSE

Crwest - DID 2-Way Call Transter BSE

1. This fearure is available in the following central offce switches:

Switeh Type 14 ESS SESS

Earliest Generie Rolease IAERA 3EZ

2. The DID trunk must be 2-way with E&M signaling,

3. Inthe 3E58 central office swirches, the DID trunk imust have DTMF capabilities.

Thiz service, if offered as a BSE. = associated with the Circuit Switched Trunk basic serving arrangement.

LPDATED 731410
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Call Waiting (2005,3017,4018,5005}

The Call Waiting (CW) feature infoarms 2 busy station user, by a burst of lone, thal another call is wailing. The

busy seatipn user may hang up and ansyer the second call or cun place the original call on bold and answer the

second call.
|
Generic Name of ONA Serviee . Product Name BS5E ar CNS
Call Waiting AM - Call Waltng CiE
BA. - Call Waiting CNS
BS - Call Wairing Ci%
NX - Call Waiting NS
PE - Call Waiting CMNS
Crwosl - Call Wailing CHE

FEATURE OPERATION;

An incoming call to a busy line with CW receives avdible ringing. The line with Call Wailing reccives a CW
tone that is repeated once aboul 10 seconds afler the initial burst of wne.

The line with CW may respond to the CW tone in cne of three ways. The called party may disconneet from the
existing call. The telephone will rhen be mung and, if answered, the called party will be connected Lo the waiting
call. The second alternative allows the line with Call Waiting to flash the switclrhook (75 10 1.5 seconds) and,
therebv, place the original call on held and connect to the incoming call. The party with CW may aliernale
between calls by flashing the swircivhook. The third alternative is net to respond to the CW lone.

TECHNOLOGICAL AND FEATURE (NTERACTION CONSIDERATIONS:

1. ‘This feature is available in the fallowing central olfice switches:

Swilch Ty pe 1A ESS SESS DdS-100

Carliest Generic Release 1ALES ] BCSIT

2. IMaline has Cali Forwarding Busy Line (CFBL) and CW, the C'W service nomaally takes precedence.

3. Ciiven that a line has both CFRL and CW and is in the talk stale, the first catl ancmpting o lerminate is
treated as 2 CW eall. Subseguent termination attempts are call forwarded.

LIPLRAT 20 203110
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4. On a line with both a make-busy key and CW. make-busy key takes precedence when the key is activated.
5. References:

+ GR-37]1 LSSGR: Call Waiting FSD 01-02-1201 (A Module of LSSGR, FR-64), Issue 1, June 2000,
{replaces TR-TSY-000571 Issuc 1 & Revision | —no technical changes).

+ (3R-573 LSSGR: Business Group Call Waiting FSD 41-02-1203 {A Module of LSSGR, FR-64), Issue
I, June 2000 {replaces TR-1SY-000573 lssue 1 — no technical changes).

+ GR-219 LSSGR: CLASS™ Feawre: Distinctive Ringing/Call Waiting, FSDY 01-01-11 .0 {A Modulc of
LSSGR. FR-64), lssue 2, April 2002 (replaces TR-TSY-0002 19 Issue 2 & Revision | & Bulletin 2 &
GR-219 Tssue 1)

This service, if offered as a BSE. is associated wilh the Circuil Swilched Line basic sewving arrangement.

S CLASS is a service mark of Teleordia Technologics, Inc. (fomacrly Bellcore)

LFDATED 7317140
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Culling Nae Delivery (8045)

Calling Name Delivery, available to 1ISDMN PRI subscribrers, allows for the delivery of the calling parly's name,
as well as the calling party’s number. The customer must have customer premises equipment (CPE that will
display the calling name.

Generic Name of ONA Service Produst Namse BSE or CNS

Calling ~ame Delivery Qwist— Calling Name Delivery BSLC

Relerences: not available.

UPDATED V31410
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Calling Name ldentification (8049}

Calling Mame ldemification (CNI) is available to [SDN BRI subscribers. It displays the name and number of
the calling party on the called party’s ISON rerminal ar the time of the incoming call. The name information
ingludes up 40 15 name characters, a private indication, or an unavailabie indcation. If the calling party number
is unavailable, then the calling party name (s also unavailable.

Generic Name of QONA Service Product Namc BSE ar CNS

Calling Mame [dentification Qwest - Calling Name [dentification NS

Relerences: ool available.

W' DATED 7314040
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Dial Call Waiting (8030)

Dial Call Waiting, when used in conpunction with the Distinctive Alert feature, will allow a subscriber {for
example, an Eohanced Service Provider) to invoke a distinctive ting or call waiting 1one on another hne. The
feature is initiated by dialing an access code in the form of *XX and the wlephone number of the line Lo be
called. For this feature to work, the called line must be equipped with the Distinctive Alert feature. 17 the line s
idle, a distinctive ring will be applied. Ifthe line is busy, the called party will receive a call waiting Lone.

Both the line equipped with Dial Call Waiting and the line equipped with Distinctive Alert must be in the same
central office switch. Other technical considerarions also apply.

Generic Name of ONA Service Produci Name B5E or CNS

Dial Call Waiting {ravest - Dhal Call Waiting BSE

This feature is available in the following central ofTice swilches:

Swilch Type SLSS

Earliest Generwe Release ] L)

This service, if offered as a BSE, is associated with the Circuit Switched Line basic serving armangement,

wCDATED WS
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Dialed Number [dentification via INWATS to DID (4811,5015)

Dialed Number Identification Service on 800 Service (also known as INWATS Dircoted ta DID runks), is 4
gervice for use in conjunction with an ESIs voice grade rrunk (DHDY) circuil switched basic scryving arrangemaenl.
Incoming 800 Service calls are terminated over DID trunks, thereby indicating the #0{ number that was disled

by the calling party, The ESP knows the station number assaciated with cach 800 number so when it receives

the station number over the DID trunk it can identify the 300 number called, [Note: 888, §77, 366, and 355 are
now equivalent to 800,

Generic Name of ONA Service Product Name BSE ar CNS

* - ' . . =
Diated Number ldentification Via INWATS o Dip | P> - 800 Service to DID herviee | BSE or CNS

| NX - DNIS On 300 BSE

References: not availabie

This service, if offered as a BSE, is associated with the Circuir Swirched Trunk serving arrangement,

Chorest withdrew their offering for Uiy service i te 571 %E9 ONA Plan Arsendasenls,

WDATED 73140



DID Load Across Yire Centers (S011)

Appendix | Page 30

This capability cnahles an ESP with multiple wire centers to provision the same Direct Inward Dialing (D)
numbers at duplicate wire centers, The DID number will reside aube normal serving wire center. The wire
centers must be connected by 1.544 Mbps interolfice facilitics.

Generic Name of ONA Service

Producl Mame

BSE or CNS

CHD Load Across Wire Centers

MX - DIEHDON Dasaster Recovery Service

BSE or CHS

FEATURE OPERATION:

This feature is activated in the cvent of a falure in the loop between the normal wire center and the cusromer
premises. Incoming calls 1o lines connected 1o the normal wire center will be rerouted over the 1.544 hMhbps
interoffice trunks Lo the allemale wire center for completion. PBX customers obtan DID service from their
normal serving wire center and an alternate wire conter designaied by the telephons company. DD service from
the nommal wire center and the allemnate wire center will share an MXX that will reside at the normnal wire center.

TECHNOLOGICAL AND FEATURE INTERACTION CONSIDERATIONS:

. ‘T'his feature 15 available in the foltowing cenfral office swirches:

Switch Type

SESS DMS-1GR

Earliest Generic Release

SE2 | RBLS2T

2. Outgoing calls from the alternate wire center will not be affeded. Lines connected fo the nermal wire

cenler will be out of service.

LIPDATED 331010





